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SECTION 09 65 19
RESI LI ENT Tl LE FLOORI NG

PART 1 - GENERAL
1.1 DESCRI PTI ON
A. This section specifies the installation of vinyl conposition tile and
accessories required for a conplete installation
1.2 RELATED WORK
A. Resilient Base: Section 09 65 13, RESILIENT BASE AND ACCESSORI ES.
B. Color, Pattern and Texture for Resilient Tile Flooring and Accessories:
FI NI SH SCHEDULE
1.3 SUBM TTALS:
A. Submit in accordance with Section 01 33 23, SHOP DRAW NGS, PRODUCT
DATA, AND SAMPLES
B. Manufacturer's Literature and Dat a:
1. Description of each product.
2. Resilient material manufacturer’s reconmendations for adhesives,
under | aynment, primers, and polish.
3. Application, installation and nmai ntenance instructions.
C. Sampl es:
1. Tile: Each type, color, thickness and finish.
2. Edge Strips: Each type, color, thickness and finish.
3. Feature Strips: Each type, color, thickness and finish.
D. Shop Draw ngs:
1. Layout of patterns as shown on the construction docunents.
2. Edge strip locations showi ng types and detail cross sections.
E. Test Reports:
1. Abrasion resistance: Depth of wear for each tile type and col or and
volune loss of tile, certified by independent |aboratory. Tested per
ASTM F510/ F510M
1.4 DELI VERY
A. Deliver naterials to the site in original seal ed packages or
containers, clearly narked with the manufacturer's name or brand, type
and col or, production run nunber and date of manufacture.
B. Materials from containers which have been distorted, damaged or opened

prior to installation are not acceptable.

Contract No. VA69D 14-D- 0109
Station Project No. 695-15-119
Bancroft - AE Proj ect No. 14-101-05 09 65 19-1 12/ 11/ 2015



Cl ement J. Zabl ocki VA Medical Center
M | waukee, W sconsin 53295
Bui | di ng 6 HVAC Upgr ade
Bancroft Architects + Engi neers
12-01-15
1.5 STORAGE

A. Store materials in a clean, dry, enclosed space off the ground,
protected from harnful weather conditions and at tenperature and
hum dity conditions recommended by the nanufacturer. Protect adhesives
fromfreezing. Store flooring, adhesives, and accessories in the spaces
where they will be installed for at |east 48 hours before begi nning
installation.
1.6 QUALITY ASSURANCE
A. Installer Qualifications: A conpany specializing in installation with
mnimmthree (3) years’ experience and enpl oys experienced fl ooring
installers who have retained, and currently hold, an | NSTALL
Certification, or a certification froma conparable certification
program
1. Installers to be certified by INSTALL or a conparable certification
programwith the following mininumcriteria:
a. US Departnent of Labor approved four (4) year apprenticeship
program 160 hours a year
b. Career |ong training.
c. Manufacturer endorsed training.
d. Fundanental journeyman skills certification
B. Furnish product type materials fromthe same production run
1.7 WARRANTY:
A. Construction Warranty: Conply with FAR cl ause 52.246-21, “Warranty of
Construction”.
1.8 APPLI CABLE PUBLI CATI ONS
A. The publications listed below forma part of this specification to the
extent referenced. The publications are referenced in the text by the
basi ¢ designation only.
B. ASTM I nternational (ASTM:
D2047-11.......... . ..., Test Method for Static Coefficient of Friction
of Polish-Coated Fl ooring Surfaces as Measured

by the James Machi ne

D2240-05(R2010) . ........ Test Method for Rubber Property—buroneter

Har dness
D4078-02(R2008) . ........ Wat er Emul sion Fl oor Finish
E648-14c................ Critical Radiant Flux of Floor Covering Systens

Usi ng a Radi ant Energy Source
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E662-14................. Specific Optical Density of Snoke Generated by
Solid Materials

E1155/ E1155M 14. .. ... ... Det erm ni ng Fl oor Fl atness and Fl oor Level ness
Nunber s

F510/ F510M 14. ... ... .. .. Resi stance to Abrasion of Resilient Floor
Coverings Using an Abrader with a Git Feed
Met hod

F710-11................. Prepari ng Concrete Floors to Receive Resilient
Fl oori ng

F925-13. ... ... ... ..., Test Method for Resistance to Chemcals of
Resi |l i ent Fl ooring

F1066-04(R2014)......... Vi nyl Conposition Floor Tile

F1344-12(R2013)......... Rubber Floor Tile

F1700-13a............... Solid Vinyl Floor Tile

F1869-11................ Test Method for Measuring Misture Vapor

Em ssion Rate of Concrete Subfloor Using
Anhydr ous Cal ci um Chl ori de

F2170-121................ Test Method for Determining Relative Humidity
in Concrete Floor Slabs Using in Situ Probes
F2195-13................ Li nol eum Fl oor Tile
C. Code of Federal Regul ation (CFR)
40 CFR 59............... Determ nation of Volatile Matter Content, Water

Content, Density Volume Solids, and Wi ght
Solids of Surface Coating
D. International Standards and Training Alliance (INSTALL):
PART 2 - PRODUCTS
2.1 PERFORMANCE REQUI REMENTS
A. Provide adhesives, underlaynment, priners, and polish recomended by
resilient floor naterial nanufacturer
B. Critical Radiant Flux: 0.45 watts per sq. cmor nore, Class |, per
ASTM E648.
C. Snoke Density: Less than 450 per ASTM E662.
D. Slip Resistance — Not less than 0.5 when tested with ASTM D2047.
2.2 VINYL COWPOSI TI ON TI LE
A. Tile Standard: ASTM F1066, C ass 2, through-pattern tile.
B. Wearing Surface: Snpoth.

C. Thickness: 3.2 mm (0.125 inch).
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D. Size: 305 x 305 mm (12 x 12 inches).

2.7 ADHESI VES:

A. Provide water resistant type adhesive for flooring, base and
accessori es as recommended by the manufacturer to suit substrate
conditions. VOC content to be |less than the 50 granms/L when cal cul at ed
according to 40 CFR 59 (EPA Method 24). Submit manufacturer’s
descriptive data, docunentation stating physical characteristics, and
m | dew and gernicidal characteristics.

2.8 PCLI SH AND CLEANERS
A. Cleaners: As recommended in witing by floor tile manufacturer.
B. Polish: ASTM D4078.

2.9 MOULDI NG
A. Provide tapered noul di ngs of rubber for both edges and transitions of
flooring nmaterials specified. Provide vertical lip on noul ding of
maxi mum 6 nm (1/4 inch). Provide bevel change in | evel between 6 and
13 mm (1/4 and 1/2 inch) with a slope no greater than 1:2.
PART 3 - EXECUTI ON
3.1 ENVI RONMENTAL REQUI REMENTS:
A. Maintain flooring materials and areas to receive resilient flooring at
a tenperature above 20 degrees C (68 degrees F) for three (3) days
before application, during application and two (2) days after
application, unless otherwise directly by the fl ooring manufacturer for
the flooring being installed. Maintain a m ninumtenperature of 13
degrees C (55 degrees F) thereafter. Provide adequate ventilation to
renove noisture fromarea and to conply with regulations limting
concentrations of hazardous vapors.
B. Do not install flooring until building is permanently encl osed and wet
construction in or near areas to receive tile naterials is conplete,

dry and cured.

3.2 SUBFLOOR TESTI NG AND PREPARATI ON
A. Prepare and test surfaces to receive resilient tile and adhesive as per
manuf acturer requirenents for specified subfloor nmaterial

1. Renpve existing carpet floor and existing adhesive.
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3. 3 I NSTALLATI ON

A. Install in accordance with manufacturer's instructions for application
and installation unless specified otherw se.

B. Mx tile fromat |east two containers. An apparent line either of
shades or pattern variance is not acceptable.

C. Tile Layout:

1. If layout is not shown on construction docunents, lay tile
symmetrically about center of roomor space with joints aligned.

2. Vary edge width as necessary to maintain full size tiles in the
field, no edge tile to be less than 1/2 the field tile size, except
where irregul ar shaped roons nake it imnmpossible.

3. Place tile pattern in the same direction; do not alternate tiles
unl ess specifically indicated in the constructi on docunents to the
contrary.

D. Application:

1. Adhere floor tile to flooring substrates using a full spread of
adhesive applied to substrate to produce a conpleted installation
wi t hout open cracks, voids, raising and puckering at joints,

t el egraphi ng of adhesi ve spreader marks, and other surface
i mper fections.

2. Scribe, cut, and fit floor tiles to butt neatly and tightly to
vertical surfaces and permanent fixtures including built-in
furniture, cabinets, pipes, outlets, and door franes.

3. Extend floor tiles into toe spaces, door reveals, closets, and
simlar openings. Extend floor tiles to center of door openings.

4. Roll tile floor with a mninmum 45 kg (100 pound) roller

E. Seal joints at pipes with sealants in accordance with Section 07 92 00,

JO NT SEALANTS.

F. Installation of Edge Strips:

1. Locate edge strips under center line of doors unless otherw se shown
on construction docunents.

2. Set resilient edge strips in adhesive. Anchor netal edge strips with
anchors and screws.

3. Wiere tile edge is exposed, butt edge strip to touch along tile
edge.

4. \Where thin set ceramic tile abuts resilient tile, set edge strip

against floor file and against the ceramc tile edge.
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3.4 CLEANI NG AND PROTECTI ON

A. C ean adhesive marks on exposed surfaces during the application of
resilient materials before the adhesive sets. Exposed adhesive is not
accept abl e.

B. Keep traffic off resilient material for a mninmum 72 hours after
installation.

C. Cean flooring as reconmended in accordance with manufacturer’s printed
mai nt enance instructions and within the reconmended tinme frane. As
required by the manufacturer, apply the recommended nunber of coats and
type of polish and/or finish in accordance with manufacturer’s witten
i nstructions.

D. When construction traffic occurs over tile, cover resilient materials
with reinforced kraft paper properly secured and mai ntai ned unti
renoval is directed by COR At entrances and where wheel ed vehicles or
carts are used, cover tile with plywood, hardboard, or particle board
over paper, secured and maintained until renoval is directed by COR

E. When protective materials are renoved and i mediately prior to
acceptance, replace damaged tile and noul dings, re-clean resilient
mat eri al s.

3.5 LCOCATI ON

A. Unless otherwi se indicated in construction documents, install tile
flooring, under areas where casework, |aboratory and pharmacy furniture
and ot her equi pnent occur

B. Extend tile flooring for roominto adjacent closets and al coves.

---END- - -
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